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Rapid advances in sensing technologies are leading to the development of integrated wearable
electronics for biomedical applications. Piezoelectric materials have great potential for implantable
devices because of their self-powered sensing capacities. The soft and highly deformable surfaces
of most tissues in the human body, however, restrict the wide use of piezoelectric materials, which
feature low stretchability. Flexible piezoelectric polyvinylidene fluoride films that could conform-
ably integrate with human bodies would have advantages in health monitoring. Here, a Kirigami
technique with linear cut patterns has been employed to design a stretchable piezoelectric sensor
with enhanced piezoelectricity. A parametric Finite Element Analysis study is first performed to
investigate its mechanical behaviour, followed by experiments. An inter-segment electrode connec-
tion approach is proposed to further enhance the piezoelectric performance of the sensor. The volt-
age output shows superior performance with 2.6 times improvement compared to conventionally
continuous electrodes. Dynamic tests with a range of frequencies and strains are performed to vali-
date the sensor design. With its high performance in large strain measurements, the Kirigami-based
sensing system shows promise in stretchable electronics for biomedical devices.VC 2018 Author(s).
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Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).
https://doi.org/10.1063/1.5025025
Implantable biomedical devices have recently received
significant attention from the healthcare industry. However,
most implantable electronics are powered by internal batteries
whose life-span restricts long term operations. Additional sur-
gery for battery replacement is undesirable due to increased
pain and risks to the patients. A sustainable power source
derived from the biological system itself is therefore crucial
for implantable devices. Piezoelectric materials are viable
candidates for such implantable sensing systems, since they
can be used as self-powered battery-free sensors with intrinsic
mechano-electric energy harvesting ability.1 Many efforts
have been dedicated to the development of piezoelectric sen-
sors for health monitoring, as discussed in recent review
papers.2–4 Two main types of piezoelectric materials are
widely used, organic and inorganic. Inorganic piezoelectric
materials such as lead zirconate titanate (PZT), zinc oxide
(ZnO), and barium titanate (BaTiO3) are quite stiff and brittle
in the bulk state, thus not well-suited to flexible biomedical
systems directly. Many approaches have been explored to
solve this challenge, including the fabrication of thin films5,6
and nanowires7,8 from these materials. The aforementioned
processes involve expensive and complicated microfabrication
and material synthesis techniques, which are not suitable for
mass production. Organic materials are preferable for biomed-
ical applications; their natural flexibility enables them to con-
form to the soft surface of human tissues. Polyvinylidene
fluoride (PVDF) and its copolymer poly [(vinylidenefluoride-
co-trifluoroethylene) [P(VDF-TrFE)] are two of the most
commonly used organic piezoelectric materials, and have
shown promise for biomedical applications due to their out-
standing piezoelectric characteristics, mechanical ductility,
and biocompatible properties.9
Extensive studies have been performed to improve the
piezoelectric properties by facilitating the formation of b
phase crystals. This can be achieved by incorporating par-
ticles, such as ferrite nanoparticles,10 carbon nanotubes,11
and hybrid nanocomposites,12 into the polymer matrix. A
mesoporous PVDF film with ZnO nanoparticles as the sacri-
ficial template represents an innovative method to induce the
formation of the b phase due to the interactions between
PVDF dipoles and the ZnO surface.13 Such an implantable
piezoelectric device exhibits outstanding performances
in vivo, and it is also fully compatible with the biological
environment.9 Surface morphology also plays a key role in
elevating the power output, and a smooth and flat surface of
the P(VDF-TrFE) film results in an eight-fold increase in
voltage output over a rough surface.1
In addition to high sensitivity, a health monitoring sys-
tem also requires high stretchability to offer 3D shape chang-
ing within the human body. However, traditional PVDF
films show extremely low stretchability, thus limiting their
applications in implantable devices. Recently, the Kirigami
approach, the Japanese art of cutting and folding paper, has
been proven to be a versatile technology to design diverse
mechanical metamaterials with multiple functionalities.14,15
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The mechanical properties of a Kirigami structure can be
tuned and programmed based on a tailored pattern of cuts.
For example, a hierarchical fractal cut is demonstrated to be
an effective method to design highly stretchable metamateri-
als.16–18 Unit cut geometry and hierarchical levers are two
important parameters that determine the mechanical behav-
ior. Moreover, the sheet thickness significantly affects the
transition from in-plane deformation to out-of-plane deforma-
tion, and a thin sheet is prone to trigger mechanical instabil-
ities with induced buckling, forming a variety of three
dimensional (3D) architectures.19–22 The Kirigami approach
effectively broadens the design possibilities for a wide range
of flexible materials, with the length scale spanning from
nanometers to centimeters. The remarkable features of
Kirigami structures have recently been introduced in a variety
of applications. To improve the power generation of flat solar
cells, a simple linear cut pattern is made into thin films of gal-
lium arsenide, and the angle of the tilted panel can be con-
trolled by the stretching strain in order to track the Sun’s
position.23 With a similar Kirigami pattern, the stretchability
of nanocomposite based conductors has been improved from
2% to beyond 100%, with stable conductivity.24,25 By intro-
ducing different functional materials, a variety of applications
have been achieved, such as stretchable graphene transis-
tors,26 mechanical actuators,26,27 stretchable batteries,28
supercapacitors,29 and deployable reflectors.30,31 A recent
study has shown ultrastrechable bioprobes with a Young’s
modulus of 3.6 KPa and a stretchability of 840%, which
could intimately follow the shape changes of biological tis-
sues. In vivo tests demonstrate that this Kirigami based device
could record the electrocardiogram signals of a beating
mouse’s heart whose volume and surface area experience
large and rapid changes.32 This work has validated the poten-
tials of the Kirigami approach in biomedical applications.
Here, we propose a Kirigami piezoelectric sensor with high
stretchability and enhanced piezoelectricity. Combined numeri-
cal and experimental results demonstrate that tunable and pro-
grammable mechanical behavior can be achieved by adjusting
the geometric parameters of the cut patterns. We have then fab-
ricated a piezoelectric sensor by making a linear cut pattern into
a thin PVDF film. To enhance the electric performance, an
inter-segment electrode design is explored through Finite
Element Analysis (FEA) and experiments. Finally, dynamic
tests at various frequencies and tensile strain levels have been
performed on the stretchable piezoelectric sensor system.
The patterns of cuts in the Kirigami structure need to be
algorithmically designed to obtain a specific mechanical per-
formance. We use here a simple and effective linear pattern
of cuts in a thin flat film, forming the Kirigami structure of
Fig. 1(a). To understand the overall mechanical deformation
FIG. 1. (a) Schematic of the Kirigami
structure where L, a, b, and t indicate
the cut length, hinge length, cut spac-
ing, and film thickness. (b) Stress-
strain curves for the pristine film, and
the Kirigami patterned film obtained
by numerical simulations and experi-
ments; experimentally obtained stress-
strain curves by varying a single geo-
metric parameter, including the cut
length in (c), the hinge length in (d),
and the cut spacing in (e), where the
control Kirigami parameters are
L¼ 15mm, a¼ 1.5mm, and b¼ 3mm,
respectively; (f) summary of the
dependence of effective modulus on
the geometric parameters, where the
change ratio indicates the normalized
value of each parameter relative to its
control value.
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of the Kirigami configurations, thin polyethylene terephthal-
ate (PET) films with this linear pattern are analyzed. A uni-
axial tensile test was performed on the structure with one
end clamped and the tensile loading introduced via the other
end. FEA (see supplementary material) was also used to ana-
lyze the stress-strain response of the Kirigami structure. The
FEA predictions correlate very well with the experimental
measurements [Fig. 1(b)]. The typical stress-strain curves of
the Kirigami structure show three different stages. During the
first stage, the structure undergoes an initial elastic deforma-
tion which is restricted within the in-plane stretching. The
effective stiffness of the structure is governed by the in-plane
bending of the hinges. Once the applied force reaches the crit-
ical buckling load, a mechanical instability is triggered, with a
transition from in-plane deformation to out-of-plane buckling
(second stage). The out-of-plane bending and rotation of the
cut strips lead to a moderate stress growth within a high strain,
thus enhancing the stretchability. The third stage occurs with
further loading, and the subsequent deformation mode
switches from bending back to stretching again. Stress con-
centration is localized in the edge of the cuts, leading to a
sharp increase in the effective stiffness, and finally to fracture.
Analytical studies have been performed on a range of lin-
ear cut patterns, showing that there are several geometric
parameters and material properties that determine the
mechanical behavior of this type of Kirigami structures. The
fundamental parameters are the cut length L, the hinge length
a, the spacing between the cuts b, the film thickness t, and the
Young’s modulus E of the underlying material.20 The effec-
tive modulus of the whole structure is a key emergent metric
to be evaluated through a parametric exploration. For bio-
medical devices, a low effective modulus would be preferable
to enable an adaptation to the deformation of the tissue. We
carried out a series of experiments with different geometric
parameters to characterize the mechanical response. The
effective modulus is calculated from the ratio between the
nominal stresses and strains within a 0.5%–10% strain range
to avoid the nonlinear buckling effect of the initial stage. The
modulus is adopted as the indicator for the comparison. The
results from Figs. 1(c) to 1(e) show that the effective modulus
could be readily tuned by controlling the geometric parame-
ters. An increase in the cut length L would soften the structure
with a low effective modulus. Increasing the hinge length a
and the cut spacing b would make the structure more rigid,
leading to a higher effective modulus. From Fig. 1(f), it can
be seen that the cut length has an exponential effect on the
mechanical behavior, while the other parameters exhibit a lin-
ear relationship with the effective modulus. These parametric
studies were also performed by FEA, and the general trends
shown in experiments are replicated in FEA as well (see sup-
plementary material). The strain at failure is also an important
factor for sensor design, and the relation between the limit
strain and the geometric parameters based on the test data is
summarized in Fig. S3.
We then introduce the linear Kirigami cut pattern into a
thin PVDF film to design a stretchable piezoelectric strain sen-
sor. A FEA study was first performed to optimize the electrode
design of the Kirigami piezoelectric sensors. As seen in Fig.
2(a), for the wavy unit of the Kirigami structure, the local strain
distribution along its neutral axis is variable, with compression
in blue areas and tension in red areas coexisting on the same
surface. If the Kirigami pattern is directly introduced into the
PVDF film with a continuous electrode, a charge cancellation
would occur due to the opposite strain distribution on the same
side of the electrodes. An inter-segment electrode pattern is
therefore proposed to improve the electric performance.33
Rather than using a continuous electrode over the surface, we
use only a segment corresponding to one quarter of the wave-
length of the buckled section, and located in the highest strain
region [Fig. 2(b)]. Then, the opposite electrodes between
segments are reversely connected through holes [Fig. 2(b)].
In order to validate the proposed inter-segment connection
FIG. 2. (a) The FEA of the mechanical
response of the Kirigami structure. The
inset is the local strain distribution on
a unit strip. (b) The inter-segment elec-
trode pattern with reverse connections
for adjacent parts through holes. (c)
The electrode pattern using inter-
segment connections within one unit
strip of the Kirigami structures, scale
bar 2 cm. (d) The time domain output
of voltage using the electrode patterns
in (c) from experimental tests.
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mechanism, an experimental comparative study was performed
between the proposed design and the conventional continuous
configuration [Figs. 2(c) and 2(d)]. The Kirigami-based piezo-
electric sensor has a two-layer topology, with a 125lm thick-
ness of PET film as the substrate and a 28lm thickness of the
PVDF film. The parameters of the cut patterns are: cut length
L¼ 22.5mm, hinge length a¼ 2.25mm, and spacing between
cuts b¼ 8.25mm. Kirigami based piezoelectric sensors with
these two electrode designs were fabricated with one strip of
PVDF film with either the continuous or reversely connected
electrode integrated, Fig. 2 (c), and then cyclically stretched.
The continuous electrode pattern has an effective area of
43mm 6mm, and the inter-segment connection electrode has
an effective surface of 9mm 6mm in a single, quarter wave-
length, unit. The experimental results, Fig. 2(d), substantially
validated the efficiency of the inter-segment connection design,
with a resulting 1.63V generated voltage compared with
0.63V generated voltage by the continuous electrode pattern
under a given frequency of 10Hz and a tensile strain of 10%.
As seen in Fig. 2(d), the output voltage from both inter-
segment and continuous electrode designs are not sine-shaped
[Figs. S5(a) and S5(c)]. This is due to the relation between the
global applied strain and local strain on the strip is not linear
[Fig. S5(b)].
By using the optimized electrode design, the electric
performance of the proposed sensor is explored under
dynamic tests with controlled frequency excitation and strain
ranges. Figure 3(a) shows the output voltage time histories at
10Hz and tensile strain range between 2% and 10%. As
shown in Fig. 3(b), the voltage increases linearly with
applied strain. The output voltage time series at constant 1%
tensile strain and frequency range from 3Hz to 24Hz are
shown in Fig. 3(c). In this case also, the voltage output
shows an almost linear dependency to the frequency increase
under the fixed strain.
In conclusion, a stretchable piezoelectric sensor system
with enhanced piezoelectric performance and high stretch-
ability was obtained by introducing Kirigami patterns into a
thin PVDF film with a PET film as the substrate, and an
inter-segment electrode design to avoid charge cancellation
and improve the piezoelectric generator effect. Experimental
tests validated the significant improvement in voltage output
with the adopted electrode pattern. Moreover, the Kirigami
technique vastly extends the strain range of the sensor, while
the piezoelectric performance remains stable. Dynamic tests
under variable frequencies and strains also validated the effi-
ciency and robustness of the sensing performance. The high
stretchability and excellent piezoelectric operation of this
Kirigami based piezoelectric sensor suggests its high suit-
ability for implantable, self-powered biomedical devices and
sensor systems.
See supplementary material for the Kirigami based pie-
zoelectric sensor preparations, finite-element modelling, and
characterization.
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